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DESCRIPTION 
Non-toxic, solvent-free two-component coating based on epoxy resins, mineral fillers, titanium 

dioxide and various additives.    The product is certified by the Chamber of Commerce of Rome, 

according to Ministerial Decree 21/3/73 as amended by D. Min.San. n°388 of 22 July 1998. 

GENERAL FEATURES 
EPOTEK AL is a product with: - good adhesion on each support, - excellent weather resistance, 

- good mechanical strength, - high light stability, - excellent resistance to chemical agents.    

Ideal for non-toxic coatings. 

FIELDS OF APPLICATION 
It is specific for the internal lining of tanks, tanks and containers intended for the containment 

of solid and liquid food. It is used in wall and floor covering, also reinforced with glass or mesh 

material, in industrial and civil environments where high chemical and mechanical resistance is 

required. 

SPECIFICATIONS 
Available colors white, gray and red 

Density at 25°C 1,3 ± 0,05 Kg / lt 

Viscosity at 25 °C 6500 - 8500 cPs 

Mixture ratio A : B 100 : 25 (A = base; B = hardener) 

Pot-life at 25 °C / HR 60% 45 min (useful processing time) 

Time out of dust at 25°C/ HR 60% 4 hours 

Over-paint time at 25°C 12 hours 

Full hardening time at 25°C 6 days 

Recommended minimum thickness 250 microns 

Non-flammable flammability 

PREPARATION 
Mix the two components of EPOTEK AL thoroughly in the indicated ratio. On average: 1 kg of 

product is enough to cover 2 square meters of surface. 

APPLICATION  
EPOTEK AL can be applied by brush or roller. The support to be treated must be dry, well 

cleaned, free from crumbly parts, dust, oils and any polluting substance that would compromise 

the adhesion of the product to the support. 

The support must be pre-treated with specific clinging primer Idropotek Primer H2O or Idrotek 

Primer R30, faster. 
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DILUTION 
After mixing the components the product is ready for use and does not require any dilution. 

For any dilutions and for cleaning the tools use PE Thinner. 

 

THEORETICAL YIELD 
It is subordinated to the type of coating and the support to be treated.   On average: 1 kg of 

product is enough to cover 2 – 3 square meters of surface for a thickness of at least 250 microns. 

PACKS 
Steel buckets from 

16 Kg (A) + 4 Kg (B) 

4 Kg (A) + 1 Kg (B) 

0.8 Kg (A) + 0.2 Kg (B) 

STORAGE 
In original and intact containers, protected from excessive heat and at temperatures > 5 ° C, 

the product is stored for about 12 months. 

LEGAL 
The information contained in this technical sheet, although representing the most advanced 

stage of knowledge, does not exempt the user from performing accurate preliminary tests in 

their conditions of use and operation. We therefore decline any responsibility for the improper 

use of the product. 

 


